
           Thickness

           Backing

           Adhesive

           Tensile

           Adhesion

           Elongation

           Temperature

           Color

Effective 07/19

1.83 Mils

BOPP

Hot Melt Rubber

26 lbs/in

• Applications: secure to a corrugated box or 

other shipping container

• Pattern coating allows packaging list and 

other important documents to be placed in 

nominally adhesive free area

• Can be customized with company 

information 

 Pouch Tape

193

47 oz/in

165%

 30º TO 140ºF

Transparent

The Decker 193 is a polypropylene film pouch 

tape with an all-weather rubber adhesive 

system.  See below product chart for details.
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DESCRIPTION

FEATURE TECHNICAL DATA (Average Values)

This Technical Data Sheet (TDS) is provided by Decker Tape for information purposes only. The contents of this TDS are considered reliable but accuracy is not guaranteed. This data is of average 
values and does not constitute a warranty of fitness for a particular purpose. The user is required to determine the suitability for this purpose, by test or otherwise. Any liability arising in respect of our 
products, including consequential, will be limited to the value of those products charged to the customer excluding any consequential loss. We reserve the right to make changes without notice or 
obligation in our products and publications.

Product Pouch Size (ID) Tape Width (OD) Pouches P/Roll

Packaging List Enclosed - Orange Ink
193-P           4 X 6                     5 X 7                333
Documents Enclosed - Black Ink
193-D           4 X 6                     5 X 7                333
Documents Enclosed & Packaging List Enclosed -
Red & Black
193-C           4 X 6                     5 X 7                333


