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Cloth Duct Tape

933

The Decker 933 is a premium grade poly 

coated waterproof cloth tape with a high tack 

natural rubber adhesive.

ASTM D-5486 Type IV Class 1(supercedes  PPPT-

60D & E Type IV, Class 1), DPM 871-3 NSN 7510-

00-074-4961

           Federal Spec.

• Applications: weather/waterproofing of 

containers, HVAC, ductwork, repair of canvas 

and tarpaulin, silk screen processing, carpet 

splicing, packaging, bundling

• Excellent tensile strength

• Extremely conformable

• Moisture, solvent and abrasion resistant

• Aggressive adhesion to all surfaces

12 Mils

Polyethylene Coated Cloth

Natural Rubber

50 lbs/in

95 oz/in

13%

40º TO 200ºF

Olive Drab, Black
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DESCRIPTION

FEATURE TECHNICAL DATA (Average Values)

This Technical Data Sheet (TDS) is provided by Decker Tape for information purposes only. The contents of this TDS are considered reliable but accuracy is not guaranteed. This data is of average 
values and does not constitute a warranty of fitness for a particular purpose.  The user is required to determine the suitability for this purpose, by test or otherwise. Any liability arising in respect of our 
products, including consequential, will be limited to the value of those products charged to the customer excluding any consequential loss. We reserve the right to make changes without notice or 
obligation in our products and publications.


