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Effective 02/18

• Applications:  home/office and industrial 

applications such as tabbing gift wrap, 

wallpaper, repairing damaged folders and 

photocopying

• Excellent long aging characteristics

• Will not yellow or stain

Transparent/Repositionable  

Film Tape    

108

10 oz/in

130%

40º TO 120ºF

Transparent

The Decker 108 is a highly transparent film tape 

coated with a specifically designed low tack 

pressure sensitive adhesive that is removable and 

repositionable on most surfaces.

2 Mils

BOPP

Hot Melt Rubber

51 lbs/in

2 Stewart Place, Fairfield, NJ 07004  |  (p) 973.227.5350  (p)  800.227.5252  |  (f)   973.808.9418     

www.deckertape.com

est. 1969

Your Source For Everything Tape

DESCRIPTION

FEATURE TECHNICAL DATA (Average Values)

This Technical Data Sheet (TDS) is provided by Decker Tape for information purposes only. The contents of this TDS are considered reliable but accuracy is not guaranteed.  This data is of average 
values and does not constitute a warranty of fitness for a particular purpose.  The user is required to determine the suitability for this purpose, by test or otherwise. Any liability arising in respect of our 
products, including consequential, will be limited to the value of those products charged to the customer excluding any consequential loss. We reserve the right to make changes without notice or 
obligation in our products and publications.


