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• Applications: often used in produce and 

agriculture markets for bag closure, sealing, 

identification, security, date coding, inventory 

control

• High tensile strength and stability

• High tack and adhesion to various surfaces   

• Approved for indirect food contact                                                         

2.3 Mils

UPVC Film

Natural Rubber

23 lbs/in

18 oz/in

75%

 -4º up to 158ºF (short term)

Clear, White, Tan, Yellow, Lt Blue, 

Med Blue, Dark Blue, Light Green, 

Dark Green, Orange, Red, Black

Color

UPVC Bag Sealing Tape  

Custom Printed

125CP

The Decker 125CP is a custom printed UPVC 

film tape coated with a natural rubber based 

adhesive.
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DESCRIPTION

FEATURE TECHNICAL DATA (Average Values)

This Technical Data Sheet (TDS) is provided by Decker Tape for information purposes only. The contents of this TDS are considered reliable but accuracy is not guaranteed. This data is of average 
values and does not constitute a warranty of fitness for a particular purpose.  The user is required to determine the suitability for this purpose, by test or otherwise. Any liability arising in respect of our 
products, including consequential, will be limited to the value of those products charged to the customer excluding any consequential loss. We reserve the right to make changes without notice or 
obligation in our products and publications.


