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• Applications: flat surface floor marking, 

automotive pin striping, curved surface labels 

and decals on helmets, exterior machinery 

markings

• High initial tack, shear and adhesion 

• Excellent plasticizer, UV, solvent, and 

occasional water and oil resistance

• Outstanding adhesion to various printing 

inks                                                                                  

• Custom printing available

6.7 Mils

PVC Vinyl Film

Permanent Acrylic

43.2 oz/in

500%

 -65º up to 200ºF

Yellow, White

 Aisle Marking Tape

144CP

The Decker 144CP is custom printed 6.7 mil 

flexible, cast, PVC vinyl film tape coated with 

a permanent acrylic adhesive, laminated with 

a transparent BOPP film.
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DESCRIPTION

FEATURE TECHNICAL DATA (Average Values)

This Technical Data Sheet (TDS) is provided by Decker Tape for information purposes only. The contents of this TDS are considered reliable but accuracy is not guaranteed. This data is of average 
values and does not constitute a warranty of fitness for a particular purpose.  The user is required to determine the suitabi lity for this purpose, by test or otherwise. Any liability arising in respect of our 
products, including consequential, will be limited to the value of those products charged to the customer excluding any consequential loss. We reserve the right to make changes without notice or 
obligation in our products and publications.


