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Effective 03/2020

22 lbs/in

Red, Yellow, Green, Blue, White, 

Black, Orange, Pink, Purple

• Applications: custom packaging, color 

coding for inventory control and product 

identification

• Long-term resistance to aging and 

weathering

• Cost effective product which is available in 9 

bright, vivid stock colors

• Product can be custom imprinted with 

company name, logo or other copy as 

product 150CP

• Complies with the Federal Food, Drug and 

Cosmetic Act, CFR title 21, subpart B, par. 

175/105 (indirect food contact)

BOPP Carton Sealing Tape   

Acrylic                                             

Custom Printed

150CP

21 oz/in

150%

25º TO 104ºF

The Decker 150CP is a custom printed 

polypropylene film tape coated with a water 

based acrylic adhesive system.

2 Mils

BOPP

Acrylic

2 Stewart Place, Fairfield, NJ 07004  |  (p) 973.227.5350  (p)  800.227.5252  |  (f)   973.808.9418     

www.deckertape.com

est. 1969

Your Source For Everything Tape

DESCRIPTION

FEATURE TECHNICAL DATA (Average Values)

This Technical Data Sheet (TDS) is provided by Decker Tape for information purposes only. The contents of this TDS are considered reliable but accuracy is not guaranteed. This data is of average 
values and does not constitute a warranty of fitness for a particular purpose. The user is required to determine the suitability for this purpose, by test or otherwise. Any liability arising in respect of our 
products, including consequential, will be limited to the value of those products charged to the customer excluding any consequential loss. We reserve the right to make changes without notice or 
obligation in our products and publications.


