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Effective 02/18

• Applications: industrial use, splicing of rigid 

board and paper, carton sealing

• Performs well in elevated temperatures with 

great static and shear strength

• High tack at low temperatures and moisture 

resistant

• Excellent adhesion to paper, aluminum, 

glass, rigid PVC, polycarbonate, TPO, EPDM, 

polypropylene, treated polyethylene foam

Blue Performance Flatback Tape

241

62 oz/in

4%

 0º TO 400ºF

Blue

The Decker 241 is a self-wound pressure 

sensitive blue flatback tape with acrylic 

adhesive.

8 Mils

Flatback

Solvent Acrylic

50 lbs/in

2 Stewart Place, Fairfield, NJ 07004  |  (p) 973.227.5350  (p)  800.227.5252  |  (f)   973.808.9418     

www.deckertape.com
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Your Source For Everything Tape

DESCRIPTION

FEATURE TECHNICAL DATA (Average Values)

This Technical Data Sheet (TDS) is provided by Decker Tape for information purposes only. The contents of this TDS are considered reliable but accuracy is not guaranteed. This data is of average 
values and does not constitute a warranty of fitness for a particular purpose.  The user is required to determine the suitability for this purpose, by test or otherwise. Any liability arising in respect of our 
products, including consequential, will be limited to the value of those products charged to the customer excluding any consequential loss. We reserve the right to make changes without notice or 
obligation in our products and publications.


